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БЫСТРЫЙ СТАРТ

ВНИМАНИЕ! ПЕРЕД ИСПОЛЬЗОВАНИЕМ, УБЕДИТЕСЬ, ЧТО УСТРОЙСТВО 
УСТАНОВЛЕНО ПРАВИЛЬНО.

СУШКА

ЗАВЕРШЕНИЕ СУШКИ
Прозвучит звуковой сигнал и на дисплее появится «0:00».

ВНИМАНИЕ! ЕСЛИ ВЫ ИСПОЛЬЗУЕТЕ РОЗЕТКУ С ВЫКЛЮЧАТЕЛЕМ, ПОЖАЛУЙСТА, 
НАЖМИТЕ ВЫКЛЮЧАТЕЛЬ, ЧТОБЫ ОТКЛЮЧИТЬ ЭЛЕКТРОПИТАНИЕ.

ОБСЛУЖИВАНИЕ
Перед тем как выполнять любые операции по уходу за прибором, убедитесь в том, что прибор 
остыл и электропитание отключено.

Внешние корпусные элементы прибора и пластиковые части следует очищать мягкой и влажной 
тканью.

ВНИМАНИЕ! НЕ ИСПОЛЬЗУЙТЕ ХИМИЧЕСКИ АГРЕССИВНЫЕ, АБРАЗИВНЫЕ 
ВЕЩЕСТВА, А ТАКЖЕ СПИРТ, МЫЛО, БЕНЗИН И ДРУГИЕ РАСТВОРИТЕЛИ ДЛЯ 
УХОДА ЗА ПРИБОРОМ. ЭТО МОЖЕТ ПРИВЕСТИ К ВЫХОДУ ПРИБОРА ИЗ СТРОЯ И 
НАРУШЕНИЮ ВНЕШНЕГО ВИДА ПРИБОРА.
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OPERATIONS

After Drying

Drying

Buzzer beep or " :00"on display.0

1 2 3 4 5

open the door and 

take out laundry

pull out the 

container

pour out  

condensate water

clean the filter power off

Quick Start

Before using, please make sure it's installed properly.

Note!

1

plug in

2

load

3

close door

    starton select program select function 
or default

• If use the socket with a switch, please press the switch to turn off the power 
    directly.

Note!

Never overload.
•  Not for textile with dropping water. The dryer could be damaged, even fire.
•  Not suitable for silk or woolen textiles.

•  

1.Before drying, thoroughly spin the laundry in washing machine. High  spin speed can 
   the drying time and save energy consumption.
2.For uniform drying result, sort the laundry according to fabric type and drying programme.
3.Before drying, please close zips, hooks and eyelets, button up, tie fabric belts, etc.
4.Do not over dry the clothes, because over dried clothes can easily get creases.
5.Do not dry the articles containing rubber or similar elastic materials.
6.The door can be opened only after the programme of the drying machine finishes to  
   from being scalded by hot steam or over heated drying machine.
7.Clean the lint filter and empty container after each use to avoid extension of drying time 
   and energy consumption.
8.Do not dry these clothes after dry-clean process.

reduce 

prevent human skin 

The reference weight of dry clothes (each)

Note!

Before Each Drying
Attention!

Before the first cycle, the dust and grease may remain in this dryer during the

period of manufacture and transportation, to avoid contaminating your clothes,

please follow these steps:

• Put some clean rags into the drum. 

• Plug the power.

• Select the “Quick” Programme, press “Start/Pause” button.

• After finishing this programme, please follow the “Cleaning And Care” to clean 

  the lint filter and air condenser on page 19.  

 

OPERATIONS

Mixed-fabric clothes
    (about 800g)

          Jacket
(about 800g cotton)

     Jeans
(about 800g)

      Towel quilt
(about 900g cotton)

  Single bedsheet
(about 600g cotton)

 Short sleeve shirt
(about 180g cotton)

 Work clothes
(about 1120g)

    Short pants
(about 70g cotton)

  Sleepwear
(about 200g)

   Socks
(about 50g 

mixed-weave)

 Long sleeve shirt
(about 300g cotton)

подключить к сети 
электропитания

загрузить
белье

закрыть
дверцу

9 10

OPERATIONS

After Drying

Drying

Buzzer beep or " :00"on display.0

1 2 3 4 5

open the door and 

take out laundry

pull out the 

container

pour out  

condensate water

clean the filter power off

Quick Start

Before using, please make sure it's installed properly.

Note!

1

plug in

2

load

3

close door

    starton select program select function 
or default

• If use the socket with a switch, please press the switch to turn off the power 
    directly.

Note!

Never overload.
•  Not for textile with dropping water. The dryer could be damaged, even fire.
•  Not suitable for silk or woolen textiles.

•  

1.Before drying, thoroughly spin the laundry in washing machine. High  spin speed can 
   the drying time and save energy consumption.
2.For uniform drying result, sort the laundry according to fabric type and drying programme.
3.Before drying, please close zips, hooks and eyelets, button up, tie fabric belts, etc.
4.Do not over dry the clothes, because over dried clothes can easily get creases.
5.Do not dry the articles containing rubber or similar elastic materials.
6.The door can be opened only after the programme of the drying machine finishes to  
   from being scalded by hot steam or over heated drying machine.
7.Clean the lint filter and empty container after each use to avoid extension of drying time 
   and energy consumption.
8.Do not dry these clothes after dry-clean process.

reduce 

prevent human skin 

The reference weight of dry clothes (each)

Note!

Before Each Drying
Attention!

Before the first cycle, the dust and grease may remain in this dryer during the

period of manufacture and transportation, to avoid contaminating your clothes,
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OPERATIONS

Mixed-fabric clothes
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(about 300g cotton)

включить выбрать
программу

выбрать доп.
функцию или по 

умолчанию

старт
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OPERATIONS

Mixed-fabric clothes
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открыть дверцу и
достать белье

извлечь
резервуар

слить
конденсат

очистить
фильтр

отключить от сети
электропитания 
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ОЧИСТКА ФИЛЬТРА 
Убедитесь что сушильная машина остыла и электропитание отключено.

1. Откройте дверцу.
2. Потяните фильтр вверх и извлеките его.
3. Очистите фильтр; удалите скопившиеся волокна ткани на фильтре рукой или промойте водой и 
тщательно высушите.
4. Установите фильтр обратно.

ВНИМАНИЕ! НАКОПИВШИЙСЯ НА ФИЛЬТРЕ ВОРС ПЕРЕКРОЕТ ЦИРКУЛЯЦИЮ 
ВОЗДУХА, ЧТО ПРИВЕДЕТ К УВЕЛИЧЕНИЮ ЭНЕРГОПОТРЕБЛЕНИЯ  И ВРЕМЕНИ 
СУШКИ; ФИЛЬТР С ВОРСОМ СЛЕДУЕТ ОЧИЩАТЬ ПОСЛЕ КАЖДОГО ИСПОЛЬЗО-
ВАНИЯ.
■ ПЕРЕД ОЧИСТКОЙ ОТСОЕДИНЯЙТЕ ШНУР ЭЛЕКТРОПИТАНИЯ!
■ НЕ ИСПОЛЬЗУЙТЕ СУШИЛЬНУЮ МАШИНУ БЕЗ ФИЛЬТРА ДЛЯ ВОРСА!

ОЧИСТКА ТЕПЛООБМЕННИКА
Убедитесь что сушильная машина остыла и электропитание отключено.
Оставшаяся вода может вытечь, разместите рядом хорошо впитывающую ткань под ревизионную 
крышку.

1. Откройте ревизионную крышку теплообменника.
2. Полностью откройте ревизионную крышку.
3. Поверните оба фиксирующих рычага по направлению друг к другу.
4. Вытащите теплообменник.
5. Тщательно промойте теплообменник и тщательно просушите.
6. Очистите уплотнители.
7. Вставьте теплообменник, нажмите на кнопку!
8. Открутите оба фиксирующих рычага.
9. Закройте ревизионную крышку так, чтобы она зафиксировалась.

ВНИМАНИЕ! ОЧИЩАЙТЕ ТЕПЛООБМЕННИК ПРИМЕРНО РАЗ В 3 
МЕСЯЦА, ЕСЛИ ЧАСТО ИСПОЛЬЗУЕТЕ ПРИБОР. НЕ ПОВРЕДИТЕ  ТЕ-
ПЛООБМЕННИК! ПРОМЫВАЙТЕ ТОЛЬКО ВОДОЙ; НЕ ИСПОЛЬЗУЙТЕ 
ТВЕРДЫЕ И ОСТРЫЕ ПРЕДМЕТЫ!
■ НЕ ИСПОЛЬЗУЙТЕ СУШИЛЬНУЮ МАШИНУ БЕЗ ТЕПЛООБМЕННИ-
КА!
■ ВО ВРЕМЯ СУШКИ ВОДА МОЖЕТ НАКАПЛИВАТЬСЯ МЕЖДУ ОК-
НОМ И УПЛОТНИТЕЛЕМ, НО ЭТО НЕ ВЛИЯЕТ НА РАБОТУ ВАШЕЙ 
МАШИНЫ!
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MAINTENANCEMAINTENANCE

 Trouble Shooting

Empty the water container

      

1.Hold and pull out the water container with two hands.  
2.Tilt the water container, pour out the condensate water.   
3.Insert the water container.

•  Empty the water container after each use, the programme will be paused and 
    the “     ” icon will light if the water container is full during the drying process. 
    After the container is emptyed, the dryer can be restarted by pressing 
  【Start/Pause】 button. 
•  Do not drink the condensate water.
•  Do not use the dryer without the water container.

Warning!！！

Clean the lint filter

Wash air condenser

Leave the dryer to cool down.
1.Open the machine door.
2.Take out the lint filter, pull 
    upward to take it out.
3.Clean the lint filter; wipe off 
    the scrap threads accumulated 
    on the lint filter, with your hand or
    rinse with water and dry thoroughly.
4.Reinstall the lint filter. 
  
  

•  The lint filter accumulated on the filter will block the air circulation, which will 

    cause the extension of drying time and energy use; therefore, the scrap thread 

    filter shall be cleaned after each use.

•  Do disconnect the power cord before cleaning!

•  Do not operate the dryer without the lint filter!

•  Clean the lint filter after each use to prevent lint accumulation inside the dryer.

Leave the dryer to cool down.

Residual water may escape, place an absorbent

cloth under the maintenance cover.

1. Unlock the maintenance cover.

2. Completely open maintenace cover.

3. Screw both locking levers towards each other.

4. Pool out the air condenser.

5. Clean the air condenser completely, drain thoroughly.

6. Clean the seals.

7. Re-insert the air condenser, handle at the button!

8. Unscrew both locking levers.

9. Cloth the maintenance cover until it locks into position.

    Please clean the air condenser approx, once every 3

    months if frequently used.

    Do not damage the air condenser!  

  

  
•  Clean with water only; do not use hard/sharp-edged objects! 
  Do not operate the dryer without the air condenser!
•  During drying, water may collect between the window and the  
    seal, but this does not affect the function of your dryer!
  

Cleaning And Care

Warning!！！

Note!

 “ ”E30 

 “ ”E32 

 “ ”E33 

Alarm Problem Alarm Reason Release 

Heating problem

Humidity sensor error

Temprature sensor error

P lease contact your  local service
 center  
 

if the problem persists.
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ОЧИСТКА РЕЗЕРВУАРА
1. Извлекая резервуар держите его двумя руками. 
2. Наклоните резервуар и вылейте воду.
3. Установите резервуар обратно.

ВНИМАНИЕ! СЛИВАЙТЕ ВОДУ ИЗ РЕЗЕРВУАРА ПОСЛЕ 
КАЖДОГО ПРОЦЕССА СУШКИ; ПРОГРАММА БУДЕТ ПРИО-
СТАНОВЛЕНА И ПОЯВИТСЯ СИМВОЛ  «      », ЕСЛИ ЕМКОСТЬ 
ДЛЯ ВОДЫ ЗАПОЛНИТСЯ ВО ВРЕМЯ ПРОЦЕССА СУШКИ.

ПОСЛЕ ОПУСТОШЕНИЯ РЕЗЕРВУАРА СУШИЛЬНАЯ МАШИ-
НА МОЖЕТ БЫТЬ ЗАНОВО ЗАПУЩЕНА НАЖАТИЕМ КНОП-
КИ «СТАРТ/ПАУЗА».

ВНИМАНИЕ! 
■ НЕ ПЕЙТЕ ВОДНЫЙ КОНДЕНСАТ! 
■ НЕ ИСПОЛЬЗУЙТЕ СУШИЛЬНУЮ МАШИНУ БЕЗ КОНДЕНСАТОСБОРНИКА!

УСТРАНЕНИЕ НЕИСПРАВНОСТЕЙ

Проблема Возможные решения

Не работает дисплей

Проверьте, включена ли электроэнергия.

Проверьте, подключена ли вилка электропитания прибора.

Проверьте, выбранную программу.

Нажмите кнопку «Вкл/Выкл».

  светится на дисплее

Слейте воду из резервуара.

Если символ продолжается светится, обратитесь в авторизованный 
сервисный центр.

  светится на дисплее
Очистите теплообменник.

Очистите фильтр.

Прибор не запускается

Проверьте, закрыта ли дверца.

Проверьте, правильно ли выбрана программа.

Проверьте, нажата ли кнопка «Старт/Пауза».

Результаты сушки
неудовлетворительны

Очистите ворсовый фильтр.

Слейте воду из резервуара.

Проверьте сливной шланг
(для моделей с возможностью слива конденсата).

Маленький объем помещения где установлен прибор.

Очистите вентиляционные отверстия.

Измените программу на более интенсивную или увеличьте время сушки.

ВНИМАНИЕ! ЕСЛИ ВЫШЕУКАЗАННЫЕ РЕКОМЕНДАЦИИ НЕ ПОМОГЛИ, 
ВЫКЛЮЧИТЕ ПРИБОР КНОПКОЙ «ВКЛ/ВЫКЛ», ОТКЛЮЧИТЕ ПРИБОР ОТ 
ЭЛЕКТРОПИТАНИЯ И ОБРАТИТЕСЬ В АВТОРИЗОВАННЫЙ СЕРВИСНЫЙ ЦЕНТР.
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•  Empty the water container after each use, the programme will be paused and 
    the “     ” icon will light if the water container is full during the drying process. 
    After the container is emptyed, the dryer can be restarted by pressing 
  【Start/Pause】 button. 
•  Do not drink the condensate water.
•  Do not use the dryer without the water container.

Warning!！！

Clean the lint filter

Wash air condenser

Leave the dryer to cool down.
1.Open the machine door.
2.Take out the lint filter, pull 
    upward to take it out.
3.Clean the lint filter; wipe off 
    the scrap threads accumulated 
    on the lint filter, with your hand or
    rinse with water and dry thoroughly.
4.Reinstall the lint filter. 
  
  

•  The lint filter accumulated on the filter will block the air circulation, which will 

    cause the extension of drying time and energy use; therefore, the scrap thread 

    filter shall be cleaned after each use.

•  Do disconnect the power cord before cleaning!

•  Do not operate the dryer without the lint filter!

•  Clean the lint filter after each use to prevent lint accumulation inside the dryer.

Leave the dryer to cool down.

Residual water may escape, place an absorbent

cloth under the maintenance cover.

1. Unlock the maintenance cover.

2. Completely open maintenace cover.

3. Screw both locking levers towards each other.

4. Pool out the air condenser.

5. Clean the air condenser completely, drain thoroughly.

6. Clean the seals.

7. Re-insert the air condenser, handle at the button!

8. Unscrew both locking levers.

9. Cloth the maintenance cover until it locks into position.

    Please clean the air condenser approx, once every 3

    months if frequently used.

    Do not damage the air condenser!  

  

  
•  Clean with water only; do not use hard/sharp-edged objects! 
  Do not operate the dryer without the air condenser!
•  During drying, water may collect between the window and the  
    seal, but this does not affect the function of your dryer!
  

Cleaning And Care

Warning!！！

Note!

 “ ”E30 

 “ ”E32 

 “ ”E33 

Alarm Problem Alarm Reason Release 

Heating problem

Humidity sensor error

Temprature sensor error

P lease contact your  local service
 center  
 

if the problem persists.
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MAINTENANCEMAINTENANCE

•  The rated capacity is the maximum capacity, make sure that the dry clothes which are 

      loaded to the appliance do not exceed the rated capacity each time.

•  Do not install the tumble dryer in a room when there is a risk of frost occurring. At 

      temperatures around freezing point the tumble dryer may not be able to operate 

      properly.

•  There is a risk of damage if the condensate water is allowed to freeze in the pump, 

      hoses and / or condensate water container. 

+5°c ~ +35°c

Technical Specifications

220-240V~

Rated capacity

Rated frequency

Dimension(L*W*H)

Rated input power

Rated voltage

615*595*845(mm)

2700W

Weight of product 41kg

8.0kg

50Hz

Param eter

Ambient temperature

Note!

•  Only authorised technicans can carry out repairs.
•  Before you call service, 
    fault  yourself or if you have followed the user instructions.
•  A technician will charge you for advice, even during the warranty period. 

please check if you have dealt with the 

 If you cannot deal with the fault by yourself and need help:
• Press the 【On/Off】button.
• Pull out the mains plug and call the service.

Warning!！！

Warning!！！

• Clean lint filter and  .
• Empty container.
• Check drain hose.
• Dryer installation place is  too restricted.
• Clean the moisture sensors.
• Keep the Air inlet clean. 
• Use higher drying intensity level programme or
   time programme.
 

heat exchanger

   • “      ”is lighting

    •“      ”is inglight

Problem Solution

•Display does not 
  

on
• Check if the power supply works.
• Check if the mains plug is inserted.
• Check the selected programme .
• Press the 【On/Off】button.

• Empty water container.
• If the light is still on, please call the service. 

• Clean heat exchanger. 
• Clear lint filter.

•Dryer does not start

• the door  has closed.
• Check the  programme  has set.
• Check the start button has selected.

Check the  

•Degree of dryness was  
 reached or drying time too  
 long

not 
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MAINTENANCEMAINTENANCE

•  The rated capacity is the maximum capacity, make sure that the dry clothes which are 

      loaded to the appliance do not exceed the rated capacity each time.

•  Do not install the tumble dryer in a room when there is a risk of frost occurring. At 

      temperatures around freezing point the tumble dryer may not be able to operate 

      properly.

•  There is a risk of damage if the condensate water is allowed to freeze in the pump, 

      hoses and / or condensate water container. 

+5°c ~ +35°c

Technical Specifications

220-240V~

Rated capacity

Rated frequency

Dimension(L*W*H)

Rated input power

Rated voltage

615*595*845(mm)

2700W

Weight of product 41kg

8.0kg

50Hz

Param eter

Ambient temperature

Note!

•  Only authorised technicans can carry out repairs.
•  Before you call service, 
    fault  yourself or if you have followed the user instructions.
•  A technician will charge you for advice, even during the warranty period. 

please check if you have dealt with the 

 If you cannot deal with the fault by yourself and need help:
• Press the 【On/Off】button.
• Pull out the mains plug and call the service.

Warning!！！

Warning!！！

• Clean lint filter and  .
• Empty container.
• Check drain hose.
• Dryer installation place is  too restricted.
• Clean the moisture sensors.
• Keep the Air inlet clean. 
• Use higher drying intensity level programme or
   time programme.
 

heat exchanger

   • “      ”is lighting

    •“      ”is inglight

Problem Solution

•Display does not 
  

on
• Check if the power supply works.
• Check if the mains plug is inserted.
• Check the selected programme .
• Press the 【On/Off】button.

• Empty water container.
• If the light is still on, please call the service. 

• Clean heat exchanger. 
• Clear lint filter.

•Dryer does not start

• the door  has closed.
• Check the  programme  has set.
• Check the start button has selected.

Check the  

•Degree of dryness was  
 reached or drying time too  
 long

not 



13

ВНИМАНИЕ! ЕСЛИ НЕИСПРАВНОСТИ БЫЛИ ВЫЗВАНЫ ФАКТОРАМИ, 
НАХОДЯЩИМИСЯ ВНЕ ПОСТАВЛЯЕМОЙ ПРОДУКЦИИ, ПРИ НЕПРАВИЛЬНОМ 
ИСПОЛЬЗОВАНИИ ИЛИ В РЕЗУЛЬТАТЕ НАРУШЕНИЯ ПРАВИЛ ПО ЭКСПЛУАТАЦИИ, 
ГАРАНТИЙНЫЕ ОБЯЗАТЕЛЬСТВА МОГУТ БЫТЬ АННУЛИРОВАНЫ.

Код ошибки Причина Возможные решения

E 30 Перегрев

Обратиться в авторизованный сервисный центр.E 32 Ошибка датчика влажности

E 33 Ошибка датчика температуры

ПАНЕЛЬ УПРАВЛЕНИЯ

1. Программатор
Можно выбрать программу сушки в соответствии с потребностями пользователя для достижения 
наиболее эффективного результата сушки.
2. Дисплей
Показывает текущие настройки, ориентировочное оставшееся время до окончания сушки, 
служебные сообщения о состоянии прибора.
3. Дополнительные функции
Кнопки используются для настройки дополнительных функций
4. Кнопка «Вкл/Выкл»
(Устройство включено или выключено)
5. Кнопка «Старт/Пауза» 
Нажмите эту кнопку, чтобы запустить или поставить на паузу цикл сушки.

ВНИМАНИЕ! СИМВОЛЫ И ОБОЗНАЧЕНИЯ НА КОНТРОЛЬНОЙ ПАНЕЛИ ПРИВЕДЕ-
НЫ В КАЧЕСТВЕ ПРИМЕРА И МОГУТ РАЗЛИЧАТЬСЯ В ЗАВИСИМОСТИ ОТ МОДЕЛИ 
СУШИЛЬНОЙ МАШИНЫ.
РУКОВОДСТВУЙТЕСЬ  ИНФОРМАЦИЕЙ,  УКАЗАННОЙ НА САМОМ ИЗДЕЛИИ.

Джинсы

3 сек

Турбо режим
Моя программа

Отложенный
старт

Турбо
режим

Уровень
сушки

Защита от
сминания

Время сушки Откл
сигнала

Детское белье KD60T81

Экстра сушка

Вкл/Выкл

Старт/Пауза

Спорт Под утюг

Рубашки Быстрая

Теплый обдув
Смешанные

ткани

Холодный обдув Экстра сушка

Освежить
Сушка по времени Синтетика

Специальные Хлопок

В шкаф

Постельное белье В шкаф

1 2 3 4 5
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Speed dry indicator

Programme selector

Other Functions 

 
 

1.The drum will stop running after the programme ends, 

the display will show "      ",  last cycle phase status light will flash. The 

   dryer will start Anti-crease if user doesn’t remove  the load in 

   1 minute (refer to page 15). Please  press key to cut off power and 

   pull the plug out.

2.Deal with the problem accroding to “Malfunction display and solutions , if 

   there is a unexpected stop during the drying procedure and the dryer show 

   information(refer to page 20 ).

the buzzer will beep,

   the 

【 】function 

【On/Off】

”

The drum will keep rotating after the programme starts, the state light in the 
display area will flash in sequence, the remaining  time displayed will change 
automatically.

1.Press the【On/Off 】 button ,when the LED display screen brightens up, rotate 
   the programme knob to select the desired programme.
2.Select the【Delay】,【Time】,【Intensity】,【Speed Dry】,【Signal】or
  【Anti-Crease】 functions for additional option.
3.Press the【Start/Pause】button.  

Programme start

Programme end

•  Instructions of the 【Delay】 function
This function is used for delaying clothes drying time within 24 hours.  

means the programme 

time starts to decrease on the 

Steps in details

1. Load your laundry and make sure the machine door is closed.

2. Press the 【On/Off】button,then to turn the programme selector knob and select a

    desired programme.

3. You can select the 【Anti-Crease】 or 【Signal】functions according to your need.

4. To press the 【Delay】 key.

5. Continue to press the 【Delay】to select the delay time.

6. After the 【Start/Pause】 button is pushed, the dryer is at the run condition. The 

   drying procedure will be automatically performed when the delay time is over.

7. If you push the【Start/Pause】button again, the delay function will be paused.

8. If you want to cancel the “Delay” function, please press the 【On/Off】button.

     

The delay time   

will start after x hours. When the delay programme starts, the  

display and the delay icon blinks.

Fliter 
Please clean the filter when the“      ” is lighting, after the dryer stops.

Tank
Please empty the container when the“      ” is lighting, after the dryer stops. 

On/Off
Product is switched on or off.

11

Start/Pause
 the button to start or pause the 

drying cycle.

Press

 

12

Specialty function
These buttons are used for setting

additional functions.

 3

Display
This display shows the setting, estimated

remaining time and status messages of 

your dryer.  

4

Programmes
Different Dryer cycle can be selected

according to the user's needs to make the 

clothes have more effective drying results.   

 

5

Delay start

Child lock

Remaining Time indicator/Error message

Cycle phase status

Clean filters (warning)

Empty water container (warning)

Dryness level (four grades)

Signal indicator

Anti-crease mode

Time

My cycle

Фильтр
В случае прекращения цикла работы сушильной машины почистите фильтр, когда 
появится символ 
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MAINTENANCEMAINTENANCE

•  The rated capacity is the maximum capacity, make sure that the dry clothes which are 

      loaded to the appliance do not exceed the rated capacity each time.

•  Do not install the tumble dryer in a room when there is a risk of frost occurring. At 

      temperatures around freezing point the tumble dryer may not be able to operate 

      properly.

•  There is a risk of damage if the condensate water is allowed to freeze in the pump, 

      hoses and / or condensate water container. 

+5°c ~ +35°c

Technical Specifications

220-240V~

Rated capacity

Rated frequency

Dimension(L*W*H)

Rated input power

Rated voltage

615*595*845(mm)

2700W

Weight of product 41kg

8.0kg

50Hz

Param eter

Ambient temperature

Note!

•  Only authorised technicans can carry out repairs.
•  Before you call service, 
    fault  yourself or if you have followed the user instructions.
•  A technician will charge you for advice, even during the warranty period. 

please check if you have dealt with the 

 If you cannot deal with the fault by yourself and need help:
• Press the 【On/Off】button.
• Pull out the mains plug and call the service.

Warning!！！

Warning!！！

• Clean lint filter and  .
• Empty container.
• Check drain hose.
• Dryer installation place is  too restricted.
• Clean the moisture sensors.
• Keep the Air inlet clean. 
• Use higher drying intensity level programme or
   time programme.
 

heat exchanger

   • “      ”is lighting

    •“      ”is inglight

Problem Solution

•Display does not 
  

on
• Check if the power supply works.
• Check if the mains plug is inserted.
• Check the selected programme .
• Press the 【On/Off】button.

• Empty water container.
• If the light is still on, please call the service. 

• Clean heat exchanger. 
• Clear lint filter.

•Dryer does not start

• the door  has closed.
• Check the  programme  has set.
• Check the start button has selected.

Check the  

•Degree of dryness was  
 reached or drying time too  
 long

not 

     .

OPERATIONS OPERATIONS
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Speed dry indicator

Programme selector

Other Functions 

 
 

1.The drum will stop running after the programme ends, 

the display will show "      ",  last cycle phase status light will flash. The 

   dryer will start Anti-crease if user doesn’t remove  the load in 

   1 minute (refer to page 15). Please  press key to cut off power and 

   pull the plug out.

2.Deal with the problem accroding to “Malfunction display and solutions , if 

   there is a unexpected stop during the drying procedure and the dryer show 

   information(refer to page 20 ).

the buzzer will beep,

   the 

【 】function 

【On/Off】

”

The drum will keep rotating after the programme starts, the state light in the 
display area will flash in sequence, the remaining  time displayed will change 
automatically.

1.Press the【On/Off 】 button ,when the LED display screen brightens up, rotate 
   the programme knob to select the desired programme.
2.Select the【Delay】,【Time】,【Intensity】,【Speed Dry】,【Signal】or
  【Anti-Crease】 functions for additional option.
3.Press the【Start/Pause】button.  

Programme start

Programme end

•  Instructions of the 【Delay】 function
This function is used for delaying clothes drying time within 24 hours.  

means the programme 

time starts to decrease on the 

Steps in details

1. Load your laundry and make sure the machine door is closed.

2. Press the 【On/Off】button,then to turn the programme selector knob and select a

    desired programme.

3. You can select the 【Anti-Crease】 or 【Signal】functions according to your need.

4. To press the 【Delay】 key.

5. Continue to press the 【Delay】to select the delay time.

6. After the 【Start/Pause】 button is pushed, the dryer is at the run condition. The 

   drying procedure will be automatically performed when the delay time is over.

7. If you push the【Start/Pause】button again, the delay function will be paused.

8. If you want to cancel the “Delay” function, please press the 【On/Off】button.

     

The delay time   

will start after x hours. When the delay programme starts, the  

display and the delay icon blinks.

Fliter 
Please clean the filter when the“      ” is lighting, after the dryer stops.

Tank
Please empty the container when the“      ” is lighting, after the dryer stops. 

On/Off
Product is switched on or off.

11

Start/Pause
 the button to start or pause the 

drying cycle.

Press

 

12

Specialty function
These buttons are used for setting

additional functions.

 3

Display
This display shows the setting, estimated

remaining time and status messages of 

your dryer.  

4

Programmes
Different Dryer cycle can be selected

according to the user's needs to make the 

clothes have more effective drying results.   

 

5

Delay start

Child lock

Remaining Time indicator/Error message

Cycle phase status

Clean filters (warning)

Empty water container (warning)

Dryness level (four grades)

Signal indicator

Anti-crease mode

Time

My cycle

Резервуар 
В случае прекращения цикла работы сушильной машины опустошите резервуар, 
когда появится символ 
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MAINTENANCEMAINTENANCE

•  The rated capacity is the maximum capacity, make sure that the dry clothes which are 

      loaded to the appliance do not exceed the rated capacity each time.

•  Do not install the tumble dryer in a room when there is a risk of frost occurring. At 

      temperatures around freezing point the tumble dryer may not be able to operate 

      properly.

•  There is a risk of damage if the condensate water is allowed to freeze in the pump, 

      hoses and / or condensate water container. 

+5°c ~ +35°c

Technical Specifications

220-240V~

Rated capacity

Rated frequency

Dimension(L*W*H)

Rated input power

Rated voltage

615*595*845(mm)

2700W

Weight of product 41kg

8.0kg

50Hz

Param eter

Ambient temperature

Note!

•  Only authorised technicans can carry out repairs.
•  Before you call service, 
    fault  yourself or if you have followed the user instructions.
•  A technician will charge you for advice, even during the warranty period. 

please check if you have dealt with the 

 If you cannot deal with the fault by yourself and need help:
• Press the 【On/Off】button.
• Pull out the mains plug and call the service.

Warning!！！

Warning!！！

• Clean lint filter and  .
• Empty container.
• Check drain hose.
• Dryer installation place is  too restricted.
• Clean the moisture sensors.
• Keep the Air inlet clean. 
• Use higher drying intensity level programme or
   time programme.
 

heat exchanger

   • “      ”is lighting

    •“      ”is inglight

Problem Solution

•Display does not 
  

on
• Check if the power supply works.
• Check if the mains plug is inserted.
• Check the selected programme .
• Press the 【On/Off】button.

• Empty water container.
• If the light is still on, please call the service. 

• Clean heat exchanger. 
• Clear lint filter.

•Dryer does not start

• the door  has closed.
• Check the  programme  has set.
• Check the start button has selected.

Check the  

•Degree of dryness was  
 reached or drying time too  
 long

not 

     .

OPERATIONS OPERATIONS
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Speed dry indicator

Programme selector

Other Functions 

 
 

1.The drum will stop running after the programme ends, 

the display will show "      ",  last cycle phase status light will flash. The 

   dryer will start Anti-crease if user doesn’t remove  the load in 

   1 minute (refer to page 15). Please  press key to cut off power and 

   pull the plug out.

2.Deal with the problem accroding to “Malfunction display and solutions , if 

   there is a unexpected stop during the drying procedure and the dryer show 

   information(refer to page 20 ).

the buzzer will beep,

   the 

【 】function 

【On/Off】

”

The drum will keep rotating after the programme starts, the state light in the 
display area will flash in sequence, the remaining  time displayed will change 
automatically.

1.Press the【On/Off 】 button ,when the LED display screen brightens up, rotate 
   the programme knob to select the desired programme.
2.Select the【Delay】,【Time】,【Intensity】,【Speed Dry】,【Signal】or
  【Anti-Crease】 functions for additional option.
3.Press the【Start/Pause】button.  

Programme start

Programme end

•  Instructions of the 【Delay】 function
This function is used for delaying clothes drying time within 24 hours.  

means the programme 

time starts to decrease on the 

Steps in details

1. Load your laundry and make sure the machine door is closed.

2. Press the 【On/Off】button,then to turn the programme selector knob and select a

    desired programme.

3. You can select the 【Anti-Crease】 or 【Signal】functions according to your need.

4. To press the 【Delay】 key.

5. Continue to press the 【Delay】to select the delay time.

6. After the 【Start/Pause】 button is pushed, the dryer is at the run condition. The 

   drying procedure will be automatically performed when the delay time is over.

7. If you push the【Start/Pause】button again, the delay function will be paused.

8. If you want to cancel the “Delay” function, please press the 【On/Off】button.

     

The delay time   

will start after x hours. When the delay programme starts, the  

display and the delay icon blinks.

Fliter 
Please clean the filter when the“      ” is lighting, after the dryer stops.

Tank
Please empty the container when the“      ” is lighting, after the dryer stops. 

On/Off
Product is switched on or off.

11

Start/Pause
 the button to start or pause the 

drying cycle.

Press

 

12

Specialty function
These buttons are used for setting

additional functions.

 3

Display
This display shows the setting, estimated

remaining time and status messages of 

your dryer.  

4

Programmes
Different Dryer cycle can be selected

according to the user's needs to make the 

clothes have more effective drying results.   

 

5

Delay start

Child lock

Remaining Time indicator/Error message

Cycle phase status

Clean filters (warning)

Empty water container (warning)

Dryness level (four grades)

Signal indicator

Anti-crease mode

Time

My cycle

Отложенный старт

OPERATIONS OPERATIONS
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Speed dry indicator

Programme selector

Other Functions 

 
 

1.The drum will stop running after the programme ends, 

the display will show "      ",  last cycle phase status light will flash. The 

   dryer will start Anti-crease if user doesn’t remove  the load in 

   1 minute (refer to page 15). Please  press key to cut off power and 

   pull the plug out.

2.Deal with the problem accroding to “Malfunction display and solutions , if 

   there is a unexpected stop during the drying procedure and the dryer show 

   information(refer to page 20 ).

the buzzer will beep,

   the 

【 】function 

【On/Off】

”

The drum will keep rotating after the programme starts, the state light in the 
display area will flash in sequence, the remaining  time displayed will change 
automatically.

1.Press the【On/Off 】 button ,when the LED display screen brightens up, rotate 
   the programme knob to select the desired programme.
2.Select the【Delay】,【Time】,【Intensity】,【Speed Dry】,【Signal】or
  【Anti-Crease】 functions for additional option.
3.Press the【Start/Pause】button.  

Programme start

Programme end

•  Instructions of the 【Delay】 function
This function is used for delaying clothes drying time within 24 hours.  

means the programme 

time starts to decrease on the 

Steps in details

1. Load your laundry and make sure the machine door is closed.

2. Press the 【On/Off】button,then to turn the programme selector knob and select a

    desired programme.

3. You can select the 【Anti-Crease】 or 【Signal】functions according to your need.

4. To press the 【Delay】 key.

5. Continue to press the 【Delay】to select the delay time.

6. After the 【Start/Pause】 button is pushed, the dryer is at the run condition. The 

   drying procedure will be automatically performed when the delay time is over.

7. If you push the【Start/Pause】button again, the delay function will be paused.

8. If you want to cancel the “Delay” function, please press the 【On/Off】button.

     

The delay time   

will start after x hours. When the delay programme starts, the  

display and the delay icon blinks.

Fliter 
Please clean the filter when the“      ” is lighting, after the dryer stops.

Tank
Please empty the container when the“      ” is lighting, after the dryer stops. 

On/Off
Product is switched on or off.

11

Start/Pause
 the button to start or pause the 

drying cycle.

Press

 

12

Specialty function
These buttons are used for setting

additional functions.

 3

Display
This display shows the setting, estimated

remaining time and status messages of 

your dryer.  

4

Programmes
Different Dryer cycle can be selected

according to the user's needs to make the 

clothes have more effective drying results.   

 

5

Delay start

Child lock

Remaining Time indicator/Error message

Cycle phase status

Clean filters (warning)

Empty water container (warning)

Dryness level (four grades)

Signal indicator

Anti-crease mode

Time

My cycle

Время
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Speed dry indicator

Programme selector

Other Functions 

 
 

1.The drum will stop running after the programme ends, 

the display will show "      ",  last cycle phase status light will flash. The 

   dryer will start Anti-crease if user doesn’t remove  the load in 

   1 minute (refer to page 15). Please  press key to cut off power and 

   pull the plug out.

2.Deal with the problem accroding to “Malfunction display and solutions , if 

   there is a unexpected stop during the drying procedure and the dryer show 

   information(refer to page 20 ).

the buzzer will beep,

   the 

【 】function 

【On/Off】

”

The drum will keep rotating after the programme starts, the state light in the 
display area will flash in sequence, the remaining  time displayed will change 
automatically.

1.Press the【On/Off 】 button ,when the LED display screen brightens up, rotate 
   the programme knob to select the desired programme.
2.Select the【Delay】,【Time】,【Intensity】,【Speed Dry】,【Signal】or
  【Anti-Crease】 functions for additional option.
3.Press the【Start/Pause】button.  

Programme start

Programme end

•  Instructions of the 【Delay】 function
This function is used for delaying clothes drying time within 24 hours.  

means the programme 

time starts to decrease on the 

Steps in details

1. Load your laundry and make sure the machine door is closed.

2. Press the 【On/Off】button,then to turn the programme selector knob and select a

    desired programme.

3. You can select the 【Anti-Crease】 or 【Signal】functions according to your need.

4. To press the 【Delay】 key.

5. Continue to press the 【Delay】to select the delay time.

6. After the 【Start/Pause】 button is pushed, the dryer is at the run condition. The 

   drying procedure will be automatically performed when the delay time is over.

7. If you push the【Start/Pause】button again, the delay function will be paused.

8. If you want to cancel the “Delay” function, please press the 【On/Off】button.

     

The delay time   

will start after x hours. When the delay programme starts, the  

display and the delay icon blinks.

Fliter 
Please clean the filter when the“      ” is lighting, after the dryer stops.

Tank
Please empty the container when the“      ” is lighting, after the dryer stops. 

On/Off
Product is switched on or off.

11

Start/Pause
 the button to start or pause the 

drying cycle.

Press

 

12

Specialty function
These buttons are used for setting

additional functions.

 3

Display
This display shows the setting, estimated

remaining time and status messages of 

your dryer.  

4

Programmes
Different Dryer cycle can be selected

according to the user's needs to make the 

clothes have more effective drying results.   

 

5

Delay start

Child lock

Remaining Time indicator/Error message

Cycle phase status

Clean filters (warning)

Empty water container (warning)

Dryness level (four grades)

Signal indicator

Anti-crease mode

Time

My cycle

Защита от детей (блокировка)

OPERATIONS OPERATIONS

13 14

Speed dry indicator

Programme selector

Other Functions 

 
 

1.The drum will stop running after the programme ends, 

the display will show "      ",  last cycle phase status light will flash. The 

   dryer will start Anti-crease if user doesn’t remove  the load in 

   1 minute (refer to page 15). Please  press key to cut off power and 

   pull the plug out.

2.Deal with the problem accroding to “Malfunction display and solutions , if 

   there is a unexpected stop during the drying procedure and the dryer show 

   information(refer to page 20 ).

the buzzer will beep,

   the 

【 】function 

【On/Off】

”

The drum will keep rotating after the programme starts, the state light in the 
display area will flash in sequence, the remaining  time displayed will change 
automatically.

1.Press the【On/Off 】 button ,when the LED display screen brightens up, rotate 
   the programme knob to select the desired programme.
2.Select the【Delay】,【Time】,【Intensity】,【Speed Dry】,【Signal】or
  【Anti-Crease】 functions for additional option.
3.Press the【Start/Pause】button.  

Programme start

Programme end

•  Instructions of the 【Delay】 function
This function is used for delaying clothes drying time within 24 hours.  

means the programme 

time starts to decrease on the 

Steps in details

1. Load your laundry and make sure the machine door is closed.

2. Press the 【On/Off】button,then to turn the programme selector knob and select a

    desired programme.

3. You can select the 【Anti-Crease】 or 【Signal】functions according to your need.

4. To press the 【Delay】 key.

5. Continue to press the 【Delay】to select the delay time.

6. After the 【Start/Pause】 button is pushed, the dryer is at the run condition. The 

   drying procedure will be automatically performed when the delay time is over.

7. If you push the【Start/Pause】button again, the delay function will be paused.

8. If you want to cancel the “Delay” function, please press the 【On/Off】button.

     

The delay time   

will start after x hours. When the delay programme starts, the  

display and the delay icon blinks.

Fliter 
Please clean the filter when the“      ” is lighting, after the dryer stops.

Tank
Please empty the container when the“      ” is lighting, after the dryer stops. 

On/Off
Product is switched on or off.

11

Start/Pause
 the button to start or pause the 

drying cycle.

Press

 

12

Specialty function
These buttons are used for setting

additional functions.

 3

Display
This display shows the setting, estimated

remaining time and status messages of 

your dryer.  

4

Programmes
Different Dryer cycle can be selected

according to the user's needs to make the 

clothes have more effective drying results.   

 

5

Delay start

Child lock

Remaining Time indicator/Error message

Cycle phase status

Clean filters (warning)

Empty water container (warning)

Dryness level (four grades)

Signal indicator

Anti-crease mode

Time

My cycle

Индикатор оставшегося времени (сообщение об ошибке)

OPERATIONS OPERATIONS

13 14

Speed dry indicator

Programme selector

Other Functions 

 
 

1.The drum will stop running after the programme ends, 

the display will show "      ",  last cycle phase status light will flash. The 

   dryer will start Anti-crease if user doesn’t remove  the load in 

   1 minute (refer to page 15). Please  press key to cut off power and 

   pull the plug out.

2.Deal with the problem accroding to “Malfunction display and solutions , if 

   there is a unexpected stop during the drying procedure and the dryer show 

   information(refer to page 20 ).

the buzzer will beep,

   the 

【 】function 

【On/Off】

”

The drum will keep rotating after the programme starts, the state light in the 
display area will flash in sequence, the remaining  time displayed will change 
automatically.

1.Press the【On/Off 】 button ,when the LED display screen brightens up, rotate 
   the programme knob to select the desired programme.
2.Select the【Delay】,【Time】,【Intensity】,【Speed Dry】,【Signal】or
  【Anti-Crease】 functions for additional option.
3.Press the【Start/Pause】button.  

Programme start

Programme end

•  Instructions of the 【Delay】 function
This function is used for delaying clothes drying time within 24 hours.  

means the programme 

time starts to decrease on the 

Steps in details

1. Load your laundry and make sure the machine door is closed.

2. Press the 【On/Off】button,then to turn the programme selector knob and select a

    desired programme.

3. You can select the 【Anti-Crease】 or 【Signal】functions according to your need.

4. To press the 【Delay】 key.

5. Continue to press the 【Delay】to select the delay time.

6. After the 【Start/Pause】 button is pushed, the dryer is at the run condition. The 

   drying procedure will be automatically performed when the delay time is over.

7. If you push the【Start/Pause】button again, the delay function will be paused.

8. If you want to cancel the “Delay” function, please press the 【On/Off】button.

     

The delay time   

will start after x hours. When the delay programme starts, the  

display and the delay icon blinks.

Fliter 
Please clean the filter when the“      ” is lighting, after the dryer stops.

Tank
Please empty the container when the“      ” is lighting, after the dryer stops. 

On/Off
Product is switched on or off.

11

Start/Pause
 the button to start or pause the 

drying cycle.

Press

 

12

Specialty function
These buttons are used for setting

additional functions.

 3

Display
This display shows the setting, estimated

remaining time and status messages of 

your dryer.  

4

Programmes
Different Dryer cycle can be selected

according to the user's needs to make the 

clothes have more effective drying results.   

 

5

Delay start

Child lock

Remaining Time indicator/Error message

Cycle phase status

Clean filters (warning)

Empty water container (warning)

Dryness level (four grades)

Signal indicator

Anti-crease mode

Time

My cycle

Состояние фазы цикла

OPERATIONS OPERATIONS

13 14

Speed dry indicator

Programme selector

Other Functions 

 
 

1.The drum will stop running after the programme ends, 

the display will show "      ",  last cycle phase status light will flash. The 

   dryer will start Anti-crease if user doesn’t remove  the load in 

   1 minute (refer to page 15). Please  press key to cut off power and 

   pull the plug out.

2.Deal with the problem accroding to “Malfunction display and solutions , if 

   there is a unexpected stop during the drying procedure and the dryer show 

   information(refer to page 20 ).

the buzzer will beep,

   the 

【 】function 

【On/Off】

”

The drum will keep rotating after the programme starts, the state light in the 
display area will flash in sequence, the remaining  time displayed will change 
automatically.

1.Press the【On/Off 】 button ,when the LED display screen brightens up, rotate 
   the programme knob to select the desired programme.
2.Select the【Delay】,【Time】,【Intensity】,【Speed Dry】,【Signal】or
  【Anti-Crease】 functions for additional option.
3.Press the【Start/Pause】button.  

Programme start

Programme end

•  Instructions of the 【Delay】 function
This function is used for delaying clothes drying time within 24 hours.  

means the programme 

time starts to decrease on the 

Steps in details

1. Load your laundry and make sure the machine door is closed.

2. Press the 【On/Off】button,then to turn the programme selector knob and select a

    desired programme.

3. You can select the 【Anti-Crease】 or 【Signal】functions according to your need.

4. To press the 【Delay】 key.

5. Continue to press the 【Delay】to select the delay time.

6. After the 【Start/Pause】 button is pushed, the dryer is at the run condition. The 

   drying procedure will be automatically performed when the delay time is over.

7. If you push the【Start/Pause】button again, the delay function will be paused.

8. If you want to cancel the “Delay” function, please press the 【On/Off】button.

     

The delay time   

will start after x hours. When the delay programme starts, the  

display and the delay icon blinks.

Fliter 
Please clean the filter when the“      ” is lighting, after the dryer stops.

Tank
Please empty the container when the“      ” is lighting, after the dryer stops. 

On/Off
Product is switched on or off.

11

Start/Pause
 the button to start or pause the 

drying cycle.

Press

 

12

Specialty function
These buttons are used for setting

additional functions.

 3

Display
This display shows the setting, estimated

remaining time and status messages of 

your dryer.  

4

Programmes
Different Dryer cycle can be selected

according to the user's needs to make the 

clothes have more effective drying results.   

 

5

Delay start

Child lock

Remaining Time indicator/Error message

Cycle phase status

Clean filters (warning)

Empty water container (warning)

Dryness level (four grades)

Signal indicator

Anti-crease mode

Time

My cycle

Почистить фильтр (предупреждение)

OPERATIONS OPERATIONS

13 14

Speed dry indicator

Programme selector

Other Functions 

 
 

1.The drum will stop running after the programme ends, 

the display will show "      ",  last cycle phase status light will flash. The 

   dryer will start Anti-crease if user doesn’t remove  the load in 

   1 minute (refer to page 15). Please  press key to cut off power and 

   pull the plug out.

2.Deal with the problem accroding to “Malfunction display and solutions , if 

   there is a unexpected stop during the drying procedure and the dryer show 

   information(refer to page 20 ).

the buzzer will beep,

   the 

【 】function 

【On/Off】

”

The drum will keep rotating after the programme starts, the state light in the 
display area will flash in sequence, the remaining  time displayed will change 
automatically.

1.Press the【On/Off 】 button ,when the LED display screen brightens up, rotate 
   the programme knob to select the desired programme.
2.Select the【Delay】,【Time】,【Intensity】,【Speed Dry】,【Signal】or
  【Anti-Crease】 functions for additional option.
3.Press the【Start/Pause】button.  

Programme start

Programme end

•  Instructions of the 【Delay】 function
This function is used for delaying clothes drying time within 24 hours.  

means the programme 

time starts to decrease on the 

Steps in details

1. Load your laundry and make sure the machine door is closed.

2. Press the 【On/Off】button,then to turn the programme selector knob and select a

    desired programme.

3. You can select the 【Anti-Crease】 or 【Signal】functions according to your need.

4. To press the 【Delay】 key.

5. Continue to press the 【Delay】to select the delay time.

6. After the 【Start/Pause】 button is pushed, the dryer is at the run condition. The 

   drying procedure will be automatically performed when the delay time is over.

7. If you push the【Start/Pause】button again, the delay function will be paused.

8. If you want to cancel the “Delay” function, please press the 【On/Off】button.

     

The delay time   

will start after x hours. When the delay programme starts, the  

display and the delay icon blinks.

Fliter 
Please clean the filter when the“      ” is lighting, after the dryer stops.

Tank
Please empty the container when the“      ” is lighting, after the dryer stops. 

On/Off
Product is switched on or off.

11

Start/Pause
 the button to start or pause the 

drying cycle.

Press

 

12

Specialty function
These buttons are used for setting

additional functions.

 3

Display
This display shows the setting, estimated

remaining time and status messages of 

your dryer.  

4

Programmes
Different Dryer cycle can be selected

according to the user's needs to make the 

clothes have more effective drying results.   

 

5

Delay start

Child lock

Remaining Time indicator/Error message

Cycle phase status

Clean filters (warning)

Empty water container (warning)

Dryness level (four grades)

Signal indicator

Anti-crease mode

Time

My cycle

Опустошить резервуар с конденсатом (предупреждение)

OPERATIONS OPERATIONS

13 14

Speed dry indicator

Programme selector

Other Functions 

 
 

1.The drum will stop running after the programme ends, 

the display will show "      ",  last cycle phase status light will flash. The 

   dryer will start Anti-crease if user doesn’t remove  the load in 

   1 minute (refer to page 15). Please  press key to cut off power and 

   pull the plug out.

2.Deal with the problem accroding to “Malfunction display and solutions , if 

   there is a unexpected stop during the drying procedure and the dryer show 

   information(refer to page 20 ).

the buzzer will beep,

   the 

【 】function 

【On/Off】

”

The drum will keep rotating after the programme starts, the state light in the 
display area will flash in sequence, the remaining  time displayed will change 
automatically.

1.Press the【On/Off 】 button ,when the LED display screen brightens up, rotate 
   the programme knob to select the desired programme.
2.Select the【Delay】,【Time】,【Intensity】,【Speed Dry】,【Signal】or
  【Anti-Crease】 functions for additional option.
3.Press the【Start/Pause】button.  

Programme start

Programme end

•  Instructions of the 【Delay】 function
This function is used for delaying clothes drying time within 24 hours.  

means the programme 

time starts to decrease on the 

Steps in details

1. Load your laundry and make sure the machine door is closed.

2. Press the 【On/Off】button,then to turn the programme selector knob and select a

    desired programme.

3. You can select the 【Anti-Crease】 or 【Signal】functions according to your need.

4. To press the 【Delay】 key.

5. Continue to press the 【Delay】to select the delay time.

6. After the 【Start/Pause】 button is pushed, the dryer is at the run condition. The 

   drying procedure will be automatically performed when the delay time is over.

7. If you push the【Start/Pause】button again, the delay function will be paused.

8. If you want to cancel the “Delay” function, please press the 【On/Off】button.

     

The delay time   

will start after x hours. When the delay programme starts, the  

display and the delay icon blinks.

Fliter 
Please clean the filter when the“      ” is lighting, after the dryer stops.

Tank
Please empty the container when the“      ” is lighting, after the dryer stops. 

On/Off
Product is switched on or off.

11

Start/Pause
 the button to start or pause the 

drying cycle.

Press

 

12

Specialty function
These buttons are used for setting

additional functions.

 3

Display
This display shows the setting, estimated

remaining time and status messages of 

your dryer.  

4

Programmes
Different Dryer cycle can be selected

according to the user's needs to make the 

clothes have more effective drying results.   

 

5

Delay start

Child lock

Remaining Time indicator/Error message

Cycle phase status

Clean filters (warning)

Empty water container (warning)

Dryness level (four grades)

Signal indicator

Anti-crease mode

Time

My cycle

Уровень сушки (4 уровня)

OPERATIONS OPERATIONS

13 14

Speed dry indicator

Programme selector

Other Functions 

 
 

1.The drum will stop running after the programme ends, 

the display will show "      ",  last cycle phase status light will flash. The 

   dryer will start Anti-crease if user doesn’t remove  the load in 

   1 minute (refer to page 15). Please  press key to cut off power and 

   pull the plug out.

2.Deal with the problem accroding to “Malfunction display and solutions , if 

   there is a unexpected stop during the drying procedure and the dryer show 

   information(refer to page 20 ).

the buzzer will beep,

   the 

【 】function 

【On/Off】

”

The drum will keep rotating after the programme starts, the state light in the 
display area will flash in sequence, the remaining  time displayed will change 
automatically.

1.Press the【On/Off 】 button ,when the LED display screen brightens up, rotate 
   the programme knob to select the desired programme.
2.Select the【Delay】,【Time】,【Intensity】,【Speed Dry】,【Signal】or
  【Anti-Crease】 functions for additional option.
3.Press the【Start/Pause】button.  

Programme start

Programme end

•  Instructions of the 【Delay】 function
This function is used for delaying clothes drying time within 24 hours.  

means the programme 

time starts to decrease on the 

Steps in details

1. Load your laundry and make sure the machine door is closed.

2. Press the 【On/Off】button,then to turn the programme selector knob and select a

    desired programme.

3. You can select the 【Anti-Crease】 or 【Signal】functions according to your need.

4. To press the 【Delay】 key.

5. Continue to press the 【Delay】to select the delay time.

6. After the 【Start/Pause】 button is pushed, the dryer is at the run condition. The 

   drying procedure will be automatically performed when the delay time is over.

7. If you push the【Start/Pause】button again, the delay function will be paused.

8. If you want to cancel the “Delay” function, please press the 【On/Off】button.

     

The delay time   

will start after x hours. When the delay programme starts, the  

display and the delay icon blinks.

Fliter 
Please clean the filter when the“      ” is lighting, after the dryer stops.

Tank
Please empty the container when the“      ” is lighting, after the dryer stops. 

On/Off
Product is switched on or off.

11

Start/Pause
 the button to start or pause the 

drying cycle.

Press

 

12

Specialty function
These buttons are used for setting

additional functions.

 3

Display
This display shows the setting, estimated

remaining time and status messages of 

your dryer.  

4

Programmes
Different Dryer cycle can be selected

according to the user's needs to make the 

clothes have more effective drying results.   

 

5

Delay start

Child lock

Remaining Time indicator/Error message

Cycle phase status

Clean filters (warning)

Empty water container (warning)

Dryness level (four grades)

Signal indicator

Anti-crease mode

Time

My cycle

Турбо режим

OPERATIONS OPERATIONS

13 14

Speed dry indicator

Programme selector

Other Functions 

 
 

1.The drum will stop running after the programme ends, 

the display will show "      ",  last cycle phase status light will flash. The 

   dryer will start Anti-crease if user doesn’t remove  the load in 

   1 minute (refer to page 15). Please  press key to cut off power and 

   pull the plug out.

2.Deal with the problem accroding to “Malfunction display and solutions , if 

   there is a unexpected stop during the drying procedure and the dryer show 

   information(refer to page 20 ).

the buzzer will beep,

   the 

【 】function 

【On/Off】

”

The drum will keep rotating after the programme starts, the state light in the 
display area will flash in sequence, the remaining  time displayed will change 
automatically.

1.Press the【On/Off 】 button ,when the LED display screen brightens up, rotate 
   the programme knob to select the desired programme.
2.Select the【Delay】,【Time】,【Intensity】,【Speed Dry】,【Signal】or
  【Anti-Crease】 functions for additional option.
3.Press the【Start/Pause】button.  

Programme start

Programme end

•  Instructions of the 【Delay】 function
This function is used for delaying clothes drying time within 24 hours.  

means the programme 

time starts to decrease on the 

Steps in details

1. Load your laundry and make sure the machine door is closed.

2. Press the 【On/Off】button,then to turn the programme selector knob and select a

    desired programme.

3. You can select the 【Anti-Crease】 or 【Signal】functions according to your need.

4. To press the 【Delay】 key.

5. Continue to press the 【Delay】to select the delay time.

6. After the 【Start/Pause】 button is pushed, the dryer is at the run condition. The 

   drying procedure will be automatically performed when the delay time is over.

7. If you push the【Start/Pause】button again, the delay function will be paused.

8. If you want to cancel the “Delay” function, please press the 【On/Off】button.

     

The delay time   

will start after x hours. When the delay programme starts, the  

display and the delay icon blinks.

Fliter 
Please clean the filter when the“      ” is lighting, after the dryer stops.

Tank
Please empty the container when the“      ” is lighting, after the dryer stops. 

On/Off
Product is switched on or off.

11

Start/Pause
 the button to start or pause the 

drying cycle.

Press

 

12

Specialty function
These buttons are used for setting

additional functions.

 3

Display
This display shows the setting, estimated

remaining time and status messages of 

your dryer.  

4

Programmes
Different Dryer cycle can be selected

according to the user's needs to make the 

clothes have more effective drying results.   

 

5

Delay start

Child lock

Remaining Time indicator/Error message

Cycle phase status

Clean filters (warning)

Empty water container (warning)

Dryness level (four grades)

Signal indicator

Anti-crease mode

Time

My cycle

Звуковой сигнал

OPERATIONS OPERATIONS

13 14

Speed dry indicator

Programme selector

Other Functions 

 
 

1.The drum will stop running after the programme ends, 

the display will show "      ",  last cycle phase status light will flash. The 

   dryer will start Anti-crease if user doesn’t remove  the load in 

   1 minute (refer to page 15). Please  press key to cut off power and 

   pull the plug out.

2.Deal with the problem accroding to “Malfunction display and solutions , if 

   there is a unexpected stop during the drying procedure and the dryer show 

   information(refer to page 20 ).

the buzzer will beep,

   the 

【 】function 

【On/Off】

”

The drum will keep rotating after the programme starts, the state light in the 
display area will flash in sequence, the remaining  time displayed will change 
automatically.

1.Press the【On/Off 】 button ,when the LED display screen brightens up, rotate 
   the programme knob to select the desired programme.
2.Select the【Delay】,【Time】,【Intensity】,【Speed Dry】,【Signal】or
  【Anti-Crease】 functions for additional option.
3.Press the【Start/Pause】button.  

Programme start

Programme end

•  Instructions of the 【Delay】 function
This function is used for delaying clothes drying time within 24 hours.  

means the programme 

time starts to decrease on the 

Steps in details

1. Load your laundry and make sure the machine door is closed.

2. Press the 【On/Off】button,then to turn the programme selector knob and select a

    desired programme.

3. You can select the 【Anti-Crease】 or 【Signal】functions according to your need.

4. To press the 【Delay】 key.

5. Continue to press the 【Delay】to select the delay time.

6. After the 【Start/Pause】 button is pushed, the dryer is at the run condition. The 

   drying procedure will be automatically performed when the delay time is over.

7. If you push the【Start/Pause】button again, the delay function will be paused.

8. If you want to cancel the “Delay” function, please press the 【On/Off】button.

     

The delay time   

will start after x hours. When the delay programme starts, the  

display and the delay icon blinks.

Fliter 
Please clean the filter when the“      ” is lighting, after the dryer stops.

Tank
Please empty the container when the“      ” is lighting, after the dryer stops. 

On/Off
Product is switched on or off.

11

Start/Pause
 the button to start or pause the 

drying cycle.

Press

 

12

Specialty function
These buttons are used for setting

additional functions.

 3

Display
This display shows the setting, estimated

remaining time and status messages of 

your dryer.  

4

Programmes
Different Dryer cycle can be selected

according to the user's needs to make the 

clothes have more effective drying results.   

 

5

Delay start

Child lock

Remaining Time indicator/Error message

Cycle phase status

Clean filters (warning)

Empty water container (warning)

Dryness level (four grades)

Signal indicator

Anti-crease mode

Time

My cycle

Защита от сминания

OPERATIONS OPERATIONS

13 14

Speed dry indicator

Programme selector

Other Functions 

 
 

1.The drum will stop running after the programme ends, 

the display will show "      ",  last cycle phase status light will flash. The 

   dryer will start Anti-crease if user doesn’t remove  the load in 

   1 minute (refer to page 15). Please  press key to cut off power and 

   pull the plug out.

2.Deal with the problem accroding to “Malfunction display and solutions , if 

   there is a unexpected stop during the drying procedure and the dryer show 

   information(refer to page 20 ).

the buzzer will beep,

   the 

【 】function 

【On/Off】

”

The drum will keep rotating after the programme starts, the state light in the 
display area will flash in sequence, the remaining  time displayed will change 
automatically.

1.Press the【On/Off 】 button ,when the LED display screen brightens up, rotate 
   the programme knob to select the desired programme.
2.Select the【Delay】,【Time】,【Intensity】,【Speed Dry】,【Signal】or
  【Anti-Crease】 functions for additional option.
3.Press the【Start/Pause】button.  

Programme start

Programme end

•  Instructions of the 【Delay】 function
This function is used for delaying clothes drying time within 24 hours.  

means the programme 

time starts to decrease on the 

Steps in details

1. Load your laundry and make sure the machine door is closed.

2. Press the 【On/Off】button,then to turn the programme selector knob and select a

    desired programme.

3. You can select the 【Anti-Crease】 or 【Signal】functions according to your need.

4. To press the 【Delay】 key.

5. Continue to press the 【Delay】to select the delay time.

6. After the 【Start/Pause】 button is pushed, the dryer is at the run condition. The 

   drying procedure will be automatically performed when the delay time is over.

7. If you push the【Start/Pause】button again, the delay function will be paused.

8. If you want to cancel the “Delay” function, please press the 【On/Off】button.

     

The delay time   

will start after x hours. When the delay programme starts, the  

display and the delay icon blinks.

Fliter 
Please clean the filter when the“      ” is lighting, after the dryer stops.

Tank
Please empty the container when the“      ” is lighting, after the dryer stops. 

On/Off
Product is switched on or off.

11

Start/Pause
 the button to start or pause the 

drying cycle.

Press
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Specialty function
These buttons are used for setting

additional functions.

 3

Display
This display shows the setting, estimated

remaining time and status messages of 

your dryer.  

4

Programmes
Different Dryer cycle can be selected

according to the user's needs to make the 

clothes have more effective drying results.   

 

5

Delay start

Child lock

Remaining Time indicator/Error message

Cycle phase status

Clean filters (warning)

Empty water container (warning)

Dryness level (four grades)

Signal indicator

Anti-crease mode

Time

My cycleМоя программа

ПРОГРАММАТОР
1. Нажмите кнопку «Вкл/Выкл», когда включится цифровой дисплей, поверните программатор, 
чтобы выбрать нужную программу.
2. Выберите функцию «Отложенный старт», «Время сушки», «Уровень сушки», «Турбо режим», «Откл. 
сигнал», «Защита от сминания» в качестве дополнительной опции.
3. Нажмите кнопку «Старт/Пауза».

ЗАПУСК ПРОГРАММЫ 
После запуска программы барабан продолжит вращаться, индикатор состояния на дисплее будет 
последовательно мигать, оставшееся время на дисплее автоматически поменяется.  

ЗАВЕРШЕНИЕ ПРОГРАММЫ  
После завершения программы барабан остановится, прозвучит сигнал, на дисплее отобразится 
«0:00», начнет мигать индикатор стадии последнего цикла сушки. Сушильная машина запустит 
функцию «Защита от сминания», если пользователь не выгрузит белье в течение 1 минуты. Нажмите 
кнопку «Вкл/Выкл», чтобы отключить питание, и вытащите вилку электропитания.

Если произошла неожиданная остановка в процессе сушки, и сушильная машина показывает ошибку 
(см. стр. 13). Устраните проблему согласно инструкции из раздела «Устранение неисправностей». 
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ДОПОЛНИТЕЛЬНЫЕ ФУНКЦИИ

Функция «Отложенный старт»
Данная функция используется для того, чтобы отсрочить запуск процесса сушки белья в пределах 
24 часов. Отложенное время означает, что программа запустится по истечении установленного 
времени. Когда функция отложенного запуска активируется, время на дисплее начинает 
уменьшаться, а значок отложенного старта начинает мигать.  

Пошаговая последовательность действий:
1. Загрузите белье в сушильную машину и убедитесь, что дверь закрыта. 
2. Нажмите кнопку «Вкл/Выкл», при помощи программатора выберите нужную программу.
3. Вы можете выбрать функцию «Откл. сигнала» или «Защита от сминания» по вашему желанию.  
4. Нажмите кнопку «Отложенный старт», чтобы выбрать время отложенного запуска.  
6. Прибор находится в рабочем состоянии после нажатия кнопки «Старт/Пауза».
Процесс сушки начнется автоматически по истечении установленного времени.
7. Если вы снова нажмете кнопку «Старт/Пауза», функция отложенного старта будет приостановлена. 
8. Если вы хотите отменить функцию «Отложенный старт», нажмите кнопку «Вкл/Выкл».

Функция «Время сушки»
Данная функция используется для программирования времени сушки шагом в 10 минут, когда 
выбрана одна из следующих функций: «Теплый обдув», «Холодный обдув» или «Освежить».

Функция «Уровень сушки»
Данная функция используется для программирования степени сухости белья. Данная функция 
имеет четыре уровня. 

1. Функция «Уровень сушки» может быть активирована только перед запуском программы.
2. Нажмите кнопку «Уровень сушки» несколько раз, чтобы выбрать время сушки.
3. Можно использовать со всем программами, за исключением программ: «Хлопок: Под утюг», 
«Быстрая», «Детское белье», «Теплый обдув», «Холодный обдув», «Освежить».

Функция «Турбо режим»
Для сокращения времени сушки в программах «Хлопок: Экстра сушка», «Хлопок: В шкаф», 
«Постельное бельё», «Джинсы» можно использовать данную функцию.

Функция «Откл. сигнала»
Включение или выключение звукового сигнала. В обычном состоянии звуковой сигнал включен.

Нажмите на кнопку, если необходимо. Когда звуковой сигнал включен:
1. Прозвучит соответствующий сигнал, если нажать дополнительные функциональные кнопки.
2. Когда программа сушки завершится, звуковой сигнал также напомнит пользователю об этом.

Если во время работы машины, повернуть программатор, прозвучит звуковой сигнал, который 
сообщит, что выбор невозможен.

Функция «Защита от сминания»
После завершения сушки время программы составляет 30 минут (по умолчанию) или до  120 минут 
(по выбору).

Эта функция предотвращает сминание белья. Световой индикатор программы «Защита от 
сминания» светиться, когда выбрана данная функция. Можно использовать со всем программами, 
за исключением программ: «Холодный обдув», «Освежить» и «Детское белье».



16

Функция «Моя программа»
Данная функция используется для сохранения ваших любимых программ, которые используются 
чаще всего.
1. Используйте программатор для выбора программы, кнопки для выбора доп. функций сушки.
2. Нажмите и удерживайте кнопку «Турбо режим» в течение 3 секунд, пока не прозвучит звуковой 
сигнал; нужная программа будет сохранена.
3. Вы можете запустить свою любимую программу, повернув регулятор программ в позицию «Моя 
программа».

Если вы хотите изменить настройки программы «Моя программа», повторите шаги 1 и 2.

Функция «Защита от детей» (блокировка)
1. В машину встроена специальная защита от детей, которая предотвратит неосторожное нажатие 
на кнопки и защитит от поломок.
2. Когда сушильная машина находится в рабочем состоянии, кроме режима ожидания, нажмите и 
удерживайте одновременно кнопки «Защита от сминания» и «Откл. сигнал» в течение 3 секунд, 
чтобы запустить функцию защиты от детей.
3. Когда установлена функция защиты от детей, на дисплее отобразится символ блокировки от 
детей, и ни одна кнопка не будет активна, кроме клавиши «Вкл/Выкл». В режиме блокировки от 
детей нажмите и удерживайте более 3 секунд кнопки «Защита от сминания» и «Откл. сигнал», чтобы 
снять блокировку.
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ПРОГРАММЫ СУШКИ

Программа Макс. 
загрузка Применение / Свойства Отлож. 

старт

Хлопок

Для цветных вещей, вещей из хлопка или вещей из льна

Экстра сушка

8 кг

Для сушки одежды из хлопка.
Степень сушки: полностью сухое белье.

ДаВ шкаф Для сушки одежды из хлопка.
Степень сушки: в шкаф.

Под утюг Для сушки одежды из хлопка.
Степень сушки: пригодна для глаженья.

Быстрая Быстрая 3 кг.
Для белья, которое нужно быстро высушить, например, из 
акриловых волокон или соответствующего набора белья 
состоящего из предметов небольшого размера. Также 
подходит для последующей сушки.

-

Смешанные ткани 3 кг. Для сушки изделий из смешанных тканей (хлопок и  
синтетика).

Синтетика

Для вещей из синтетических, смесовых тканей или хлопка, не предназначенных для глаженья

Экстра сушка

3.5 кг

Для сушки плотных или многослойных изделий из 
синтетики.
Степень сушки: полностью сухое белье.

-

В шкаф Для сушки изделий не подлежащих глаженью, таких как 
рубашки с простым уходом, детские вещи и  носки. Да

Детское белье Детское белье 1 кг Для сушки деликатных детских вещей при более низкой 
температуре. Да

Специальные

Джинсы 6 кг Для сушки джинсов, которые можно отжимаются на 
высоких оборотах в стиральной машине.

Да

Постельное белье 5 кг Для сушки постельного белья, простыней, других изделий 
большого размера.

Спорт 3 кг Для сушки спортивной одежды, тонких тканей, одежды 
из полиэстера, которые не предназначены для глаженья.

Рубашки 1 кг

Для вещей из несминаемых типов тканей (рубашки и 
блузки). Положите одежду в барабан, так что бы между 
вещами оставалось достаточно свободного места. После 
окончания сушки рекомендуем повесить одежду на 
вешалку.

Моя программа Моя программа - Настраивается пользователем. Да

Сушка по времени

Теплый обдув -
Нагрев одежды минимум 10 минут.
Максимум – 120 минут.
(с шагом увеличения времени в 10 минут)

ДаХолодный обдув -
Охлаждение одежды без использования горячего 
воздуха.
Минимум – 10 мин. Макс. – 30 мин.
(с шагом увеличения времени в 10 минут)

Освежить 1 кг
Освежить одежду, которая хранилась в закрытых 
помещениях долгое время.
Минимум – 20 мин. Макс. – 150 мин.
(с шагом увеличения времени в 10 минут).

ВНИМАНИЕ! ВРЕМЯ СУШКИ МОЖЕТ НАСТРАИВАЕТСЯ АВТОМАТИЧЕСКИ В ПРО-
ЦЕССЕ ВЫПОЛНЕНИЯ ЦИКЛА.
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ТЕХНИЧЕСКИЕ ПАРАМЕТРЫ
Основные характеристики KD 60T81

Цвет корпуса Белый

Вес загрузки, кг 8

Тип управления Электронный

LED-индикаторы Да

Цифровой дисплей Да

Класс энергопотребления В

Класс сбора конденсированной влаги В

Уровень шума при полной загрузке, дБ 69

Потребление мощности в отключенном состоянии, Вт 0.28

Потребление мощности в режиме ожидания, Вт 0.8

Длительность режима ожидания, минут 10

Энергопотребление при использовании стандартной программы для хлопка при полной загрузке, кВт/ч 4.74

Энергопотребление при использовании стандартной программы для хлопка при частичной загрузке, 
кВт/ч

2.57

Время работы стандартной программы для хлопка при частичной и полной загрузке, минут 112

Время работы стандартной программы для хлопка при полной загрузке, минут 114

Время стандартной программы для хлопка при частичной загрузке, минут 90

Средняя эффективность сбора конденсированной влаги, программа Хлопок: В шкаф, при частичной 
загрузке, % 80.1

Средняя эффективность сбора конденсированной влаги, программа Хлопок: В шкаф, при полной 
загрузке, % 80.1

Размеры, ВхШхГ, мм 845x595x615

Вес нетто, кг 41

Мощность подключения, В 220-240

Напряжение, В / частота, Гц 50/60

Номинальная мощность, Вт 2700

Годовое энергопотребление из расчета 160 циклов сушки с использованием стандартной 
программы для хлопка («В шкаф») при полной и частичной загрузке и потреблении, рассчитанном 
для энергосберегающих режимов. Фактическое потребление энергии в цикле будет зависеть от 
того, как используется сушильная машина. Хлопок «В шкаф», используемая при полной и частичной 
загрузке, - это стандартная программа сушки, к которой относится информация на этикетке и в 
листе технических данных изделия, что эта программа подходит для сушки обычного влажного 
хлопкового белья и что она является наиболее эффективной в плане энергопотребления.

ВНИМАНИЕ! ДАННЫЕ ПО УРОВНЮ ШУМА, РАСХОДУ ЭЛЕКТРОЭНЕРГИИ, МОГУТ 
ОТЛИЧАТЬСЯ ОТ РЕАЛЬНЫХ В ЗАВИСИМОСТИ ОТ РАСПОЛОЖЕНИЯ ПРИБОРА, 
КОЛИЧЕСТВА ЗАГРУЖЕННЫХ В БАРАБАН ВЕЩЕЙ И ПРОЧЕЕ.
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ИНФОРМАЦИЯ ОТ ПРОИЗВОДИТЕЛЯ

Изготовитель KÖRTING®

Тип продукции Сушильная машина

Тип изделия KD

Модель KD 60T81

Производитель (Фабрика)
WUXI LITTLE SWAN COMPANY LIMITED
NO.18 SOUTH CHANGJIANG ROAD, NEW DISTRICT, WUXI, JI-
ANGSU, KHР

Поставщик на территории РФ,
уполномоченный на принятие 
претензий

ООО «Кёртинг РУС», 125252, г. Москва, ул. Гризодубовой, 
д. 4, к. 3, этаж 1, пом. 1, комн. 2.

тел. +7 (495) 150-64-14
info@korting.ru
www.korting.ru

Импортер ООО «Кёртинг РУС», 125252, г. Москва, ул. Гризодубовой, 
д. 4, к. 3, этаж 1, пом. 1, комн. 2.

Гарантийный срок 2 года

Срок службы 10 лет

Серийный номер:

Серийный номер указан на стикере 
прибора.

Серийный номер состоит из 24 цифр, первые
16 из которых - внутризаводская кодировка,
последние 8 цифр - код в формате YYWWNNNN,
где:
YY - год производства
WW - номер недели
NNNN - порядковый номер изделия в партии

KD60T81 v1.0 d20230616
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Сервисная поддержка

Список авторизованных сервисных центров, осуществляющих гарантийный ремонт, указан на 
официальном сайте в разделе «Поддержка»: https://korting.ru/support/

По вопросам обслуживания, ремонта техники и качества работы авторизованных региональных 
сервисных центров обращайтесь на круглосуточную горячую линию сервисной поддержки по 
телефону: 8(800)550-78-62

Гарантийный срок на продукцию Körting составляет 2 года кроме специальной серии «1889» с 
гарантийным сроком 3 года.

Гарантийное обслуживание является бесплатным (включая стоимость работ материалов и, при не-
обходимости и с учетом действующего законодательства, доставки) на дому у потребителя или в 
мастерской на усмотрение сервисного центра, и распространяется только на изделия, использую-
щиеся в личных, семейных, бытовых целях, не связанных с предпринимательской деятельностью.

Обслуживание действительно на территории РФ и распространяется на производственный или 
конструкционный дефект изделия.

Гарантийное обслуживание не распространяется на:

1. Комплектующие изделия (которые могут быть сняты с основного изделия без применения каких-
либо инструментов, а именно: полки, ящики, корзины, насадки, решетки, трубки, шланги и другие 
подобные комплектующие);
2. Недостатки изделий, вызванные несоблюдением прилагаемой инструкции по эксплуатации, 
транспортными повреждениями, неправильной установкой, перепадами напряжения питания, не-
брежным обращением или плохим уходом, неправильным использованием (включая перегрузку);
3. Недостатки, вызванные независящими от продавца причинами, такими как: явления природы и 
стихийные бедствия, пожар, действия домашних или диких животных, а также насекомых, грызунов, 
попадание внутрь изделия посторонних предметов (в том числе жидкостей) и другими подобными 
причинами;
4. Недостатки, возникшие в результате внесения конструктивных изменений или ремонта изделия 
потребителем или неавторизованным сервисным центром;
5. Расходные материалы: лампы освещения, фильтры, элементы питания и прочие элементы по 
уходу за изделием, которые описаны в инструкции по эксплуатации;
6. Внешние и внутренние загрязнения, потертости, царапины, возникшие в процессе эксплуатации, 
установки, регулировки, чистке изделия, замене расходных материалов (ламп освещения, фильтров, 
элементов питания и др.) и прочему ухода за изделием, который описан в инструкции по эксплуа-
тации.
Любые претензии по качеству товара изделия рассматриваются только после предварительной 
проверки качества изделия представителем авторизованного сервисного центра.

Компания Körting оставляет за собой право по своему усмотрению расширить свои обязательства 
перед потребителем по сравнению с требованиями закона и указанными в настоящем документе 
обязательствами.
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Перед установкой и использованием изделия обязательно внимательно прочтите инструкцию по 
эксплуатации.

Для установки (подключения) техники мы рекомендуем обращаться в авторизованные сервисные 
центры. Вы можете воспользоваться услугами любых других квалифицированных специалистов или 
выполнить это самостоятельно, воспользовавшись рекомендациями инструкции по эксплуатации, 
однако изготовитель (продавец) не несет ответственности за возникшие дефекты в следствие не-
правильной установки.

Специалисты, осуществляющие подключение (установку), делают отметку в соответствующем раз-
деле гарантийного талона.

СВЕДЕНИЯ ОБ УСТАНОВКЕ ПРИБОРА
(заполняется только для приборов, подлежащих установке)

Дата установки: Мастер:

Организация установщик: Работу принял. Подпись заказчика:

Фирма производитель оставляет за собой право без предварительного предупреждения вносить 
изменения в конструкцию, дизайн, комплектацию или технологию изготовления без смены основ-
ных характеристик изделия.

ТАЛОН НА ГАРАНТИЙНОЕ ОБСЛУЖИВАНИЕ
(изымается мастером)

ТАЛОН НА ГАРАНТИЙНОЕ ОБСЛУЖИВАНИЕ
(изымается мастером)

Модель:__________________________________________________________

Серийный номер:_______________________________________________

Дата приобретения:____________________________________________

Вид дефекта:____________________________________________________

__________________________________________________________________

__________________________________________________________________

Проведенные работы:__________________________________________

__________________________________________________________________

__________________________________________________________________

Ф.И.О. потребителя:_____________________________________________

__________________________________________________________________

Адрес:___________________________________________________________

__________________________________________________________________

Телефон:_________________________________________________________

Дата ремонта:___________________________________________________

Мастер:__________________________________________________________

__________________________________________________________________

Место штампа

(вырезать по пунктиру)

Модель:__________________________________________________________

Серийный номер:_______________________________________________

Дата приобретения:____________________________________________

Вид дефекта:____________________________________________________

__________________________________________________________________

__________________________________________________________________

Проведенные работы:__________________________________________

__________________________________________________________________

__________________________________________________________________

Ф.И.О. потребителя:_____________________________________________

__________________________________________________________________

Адрес:___________________________________________________________

__________________________________________________________________

Телефон:_________________________________________________________

Дата ремонта:___________________________________________________

Мастер:__________________________________________________________

__________________________________________________________________

Место штампа
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